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AAPKE SAATH HAR KADAM

SAMPOORNA
SEVA

SAMPOORNA
SEVA

TATA WARRANTY

TATA DELIGHT

TATA GENUINE OIL

TATA KAVACH

TATA GENUINE PARTS

TATA OK

TATA SURAKSHA

TATA PROLIFE

TATA ALERT

TATA ZIPPY

BHARPOOR AARAM
· Flat laydown seats

with head rest
· High utility dashboard

SHAANDAAR BACHAT
· High service intervals
· Eco fuel-saving mode

SAMPOORNA SURAKSHA
· Bonnet with crumple zone
· Collapsible power steering

SHAANDAAR KAMAI
· 2 000 kg payload

· 47.9 sq ft loading area

DUMDAAR PERFORMANCE
· 210 mm ground clearance

· 30% gradeability

JAANDAAR POWER
· 74.5 kW 

& 250 Nm torque

The images are only for representations and actual images of the product may vary.

HAR MANZIL TAK PAHUNCHNE KA JASBA

Jahan Zameen Hai, Wahan Raaste Hai



TATA YODHA PICKUP
6 KA DUM

Enhanced 20 000 km service
intervals & superior mileage

Shaandaar BACHAT

Flat laydown adjustable seats
& utility dashboard

Bharpoor AARAM

Adjustable & collapsible
power steering

Sampoorna SURAKSHA

30% gradeability &
210 mm ground clearance

Dumdaar PERFORMANCE

Cargo box L-2 650 &
W-1 850 & 2 000 kg payload

Shaandaar KAMAI

74.5 kW powerful &
fuel-efficient 2.2 lt DI engine

Jaandar POWER

3 YEARS #

3 00 00 0 km

WARRANTY

MODEL YODHA Crew CabinYODHA 1 200YODHA 2.0 YODHA 1 500YODHA 1 700

TECHNICAL SPECIFICATIONS

Semi-elliptical

Semi-elliptical

Front

296 Dia. disc brake with twin pot caliper

296 Dia. drum brake

215/75 R16 LT

20 000 km

2 650 x 1 850 mm2 643 x 1 843 mm 2 650 x 1 800 mm 1 880 x 1 850 mm

2 950 kg

1 750 kg

1 200 kg

No

2 990 kg

1 850 kg

1 140 kg

Yes

3 840 kg

1 840 kg

2 000 kg

Yes

30%

3 490 kg

1 790 kg

1 700 kg

Optional

34%

3 260 kg

1 760 kg

1 500 kg

No

37% 40%

D + 4D + 1

3 year or 3 lakh km (whichever is earlier)

6 250 mm

210 mm

3 150 mm

1 860 mm

5 350 mm

1 810 mm

Engine Type

Max Engine Output

Max Engine Torque

Fuel Tank Capacity

Clutch

Gearbox

Steering

Front Suspension

Rear Suspension

Anti Roll Bar 

Front Brakes

Rear Brakes

Tyre

External Load Body

Turning Circle Radius

Ground Clearance

Wheel Base

Width

Length

Height

GVW

Kerb Weight

Payload

Air Conditoning

Gradeability

Seating Capacity

Engine Oil Change Interval

Warranty (On Driveline)

TATA 2.2 l VARICOR BSVI Direct Injection Common Rail Turbocharged Intercooled Diesel Engine

100 PS @ 3 750 r/min

250 Nm @ 1 000 - 2 500 r/min

45 l

Single plate dry friction type 260 mm Dia 

GBS-76-5/4.49, Mark-1, Synchromesh on all gears

Power steering

Leaf spring & shock absorber

Semi-elliptical leaf spring with hydraulic
double acting telescopic shock absorber

The images are only for representations and actual images of the product may vary.


